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§ 80.30 Liability for violations of diesel
fuel control and prohibitions.

(a) Violations at refiners or importers
facilities. Where a violation of a diesel
fuel standard set forth in § 80.29 is de-
tected at a refinery or importer’s facil-
ity, the refiner or importer shall be
deemed in violation.

(b) Violations at carrier facilities.
Where a violation of a diesel fuel
standard set forth in § 80.29 is detected
at a carrier’s facility, whether in a
transport vehicle, in a storage facility,
or elsewhere at the facility, the fol-
lowing parties shall be deemed in viola-
tion:

(1) The carrier, except as provided in
paragraph (g)(1) of this section; and

(2) The refiner or importer at whose
refinery or import facility the diesel
fuel was produced or imported, except
as provided in paragraph (g)(2) of this
section.

(c) Violations at branded distributor or
reseller facilities. Where a violation of a
diesel fuel standard set forth in § 80.29
is detected at a distributor or reseller’s
facility which is operating under the
corporate, trade or brand name of a re-
finer or any of its marketing subsidi-
aries, the following parties shall be
deemed in violation:

(1) The distributor or reseller, except
as provided in paragraph (g)(3) of this
section;

(2) The carrier (if any), if the carrier
caused the diesel fuel to violate the
standard by fuel switching, blending,
mislabeling, or any other means; and

(3) The refiner under whose cor-
porate, trade, or brand name (or that of
any of its marketing subsidiaries) the
distributor or reseller is operating, ex-
cept as provided in paragraph (g)(4) of
this section.

(d) Violations at unbranded distributor
facilities. Where a violation of a diesel
fuel standard set forth in § 80.29 is de-
tected at the facility of a distributor
not operating under a refiner’s cor-
porate, trade, or brand name, or that of
any of its marketing subsidiaries, the
following shall be deemed in violation:

(1) The distributor, except as pro-
vided in paragraph (g)(3) of this sec-
tion;

(2) The carrier (if any), if the carrier
caused the diesel fuel to violate the

standard by fuel switching, blending,
mislabeling, or any other means; and

(3) The refiner or importer at whose
refinery or import facility the diesel
fuel was produced or imported, except
as provided in paragraph (g)(2) of this
section.

(e) Violations at branded retail outlets
or wholesale purchaser-consumer facili-
ties. Where a violation of a diesel fuel
standard set forth in § 80.29 is detected
at a retail outlet or at a wholesale pur-
chaser-consumer facility displaying
the corporate, trade, or brand name of
a refiner or any of its marketing sub-
sidiaries, the following parties shall be
deemed in violation:

(1) The retailer or wholesale pur-
chaser-consumer, except as provided in
paragraph (g)(5) of this section;

(2) The distributor and/or reseller (if
any), except as provided in paragraph
(g)(3) of this section;

(3) The carrier (if any), if the carrier
caused the diesel fuel to violate the
standard by fuel switching, blending,
mislabeling, or any other means; and

(4) The refiner whose corporate,
trade, or brand name, or that of any of
its marketing subsidiaries, is displayed
at the retail outlet or wholesale pur-
chaser-consumer facility, except as
provided in paragraph (g)(4) of this sec-
tion.

(f) Violations at unbranded retail out-
lets or wholesale purchaser-consumer fa-
cilities. Where a violation of a diesel
fuel standard set forth in § 80.29 is de-
tected at a retail outlet or at a whole-
sale purchaser-consumer facility not
displaying the corporate, trade, or
brand name of a refiner or any of its
marketing subsidiaries, the following
parties shall be deemed in violation:

(1) The retailer or wholesale pur-
chaser-consumer, except as provided in
paragraph (g)(5) of this section;

(2) The distributor (if any), except as
provided in paragraph (g)(3) of this sec-
tion;

(3) The carrier (if any), if the carrier
caused the diesel fuel to violate the
standard by fuel switching, blending,
mislabeling, or any other means; and

(4) The refiner or importer at whose
refinery or import facility the diesel
fuel was produced or imported, except
as provided in paragraph (g)(2) of this
section.
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(g) Defenses. (1) In any case in which
a carrier would be in violation under
paragraph (b)(1) of this section, the
carrier shall not be deemed in violation
if he can demonstrate:

(i) Evidence of an oversight program
conducted by the carrier, for moni-
toring the diesel fuel stored or trans-
ported by that carrier, such as periodic
sampling and testing of the cetane
index and sulfur percentage of incom-
ing diesel fuel. Such an oversight pro-
gram need not include periodic sam-
pling and testing of diesel fuel in a
tank truck operated by a common car-
rier, but in lieu of such tank truck
sampling and testing the common car-
rier shall demonstrate evidence of an
oversight program for monitoring com-
pliance with the diesel fuel require-
ments of § 80.29 relating to the trans-
port or storage of diesel fuel by tank
truck, such as appropriate guidance to
drivers on compliance with applicable
requirements and the periodic review
of records normally received in the or-
dinary course of business concerning
diesel fuel quality and delivery; and

(ii) That the violation was not caused
by the carrier or his employee or
agent.

(2) In any case in which a refiner or
importer would be in violation under
paragraphs (b)(2), (d)(3), or (f)(4) of this
section, the refiner or importer shall
not be deemed in violation if he can
demonstrate:

(i) That the violation was not caused
by him or his employee or agent; and

(ii) Test results, performed in accord-
ance with the sampling and testing
methodologies set forth in appendix G
to this part, ASTM standard test meth-
od D 2622–87 or ASTM standard test
method D 4294–83 for sulfur percentage
(Entitled ‘‘Standard Test Method for
Sulfur in Petroleum Products by Non-
Dispersive X-Ray Fluorescence Spec-
trometry’’. ASTM standard test meth-
od D 4294–83 is incorporated by ref-
erence. This incorporation by reference
was approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. A copy
may be obtained from the American
Society for Testing and Materials, 1916
Race Street, Philadelphia, PA 19103. A
copy may be inspected at the Air Dock-
et Section (A–130), room M–1500, U.S.

Environmental Protection Agency,
Docket No. A–86–03, 401 M Street, SW.,
Washington, DC 20460 or at the Office
of the Federal Register, 800 North Cap-
itol Street, NW., suite 700, Washington,
DC. Parties using this method must be
able to support their data with a qual-
ity control plan and demonstrate the
ability to accurately perform this test
method. They must also have evidence
from the manufacturer or others that
it reliably produces results substan-
tially equivalent to those produced by
ASTM standard test method D 2622–
87.), and ASTM standard test method D
1319–88 for aromatic content or ASTM
standard method D 976–80 for cetane
index, which evidence that the diesel
fuel determined to be in violation was
in compliance with the diesel fuel
standards when it was delivered to the
next party in the distribution scheme.

(3) In any case in which a distributor
or reseller would be in violation under
paragraphs (c)(1), (d)(1), (e)(2) or (f)(2)
of this section, the distributor or re-
seller shall not be deemed in violation
if he can demonstrate:

(i) That the violation was not caused
by him or his employee or agent; and

(ii) Evidence of an oversight program
conducted by the distributor or re-
seller, such as periodic sampling and
testing of diesel fuel, for monitoring
the sulfur percentage and cetane index
of the diesel fuel that the distributor
or reseller sells, supplies, offers for sale
or supply, or transports.

(4) In any case in which a refiner
would be in violation under paragraphs
(c)(3) or (e)(4) of this section, the re-
finer shall not be deemed in violation if
he can demonstrate all of the fol-
lowing:

(i) Test results, performed in accord-
ance with the sampling and testing
methodologies set forth in appendix G
to this part, ASTM standard test meth-
od D 2622–87 or ASTM standard test
method D 4294–83 for sulfur percentage
(Parties using ASTM standard test
method D 4294–83 must be able to sup-
port their data with a quality control
plan and demonstrate the ability to ac-
curately perform this test method.
They must also have evidence from the
manufacturer or others that it reliably
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produces results substantially equiva-
lent to those produced by ASTM stand-
ard test method D 2622–87.) and ASTM
standard test method D 1319–88 for aro-
matic content or ASTM standard
method D 976–80 for cetane index at the
refinery at which the diesel fuel was
produced, which evidence that the die-
sel fuel was in compliance with the die-
sel fuel standards when transported
from the refinery;

(ii) That the violation was not caused
by him or his employee or agent; and

(iii) That the violation:
(A) Was caused by an act in violation

of law (other than the Act or this part),
or an act of sabotage or vandalism,
whether or not such acts are violations
of law in the jurisdiction where the
violation of the requirements of this
part occurred, or

(B) Was caused by the action of a re-
seller or a retailer supplied by such re-
seller, in violation of a contractual un-
dertaking imposed by the refiner on
such reseller designed to prevent such
action, and despite reasonable efforts
by the refiner (such as periodic sam-
pling and testing) to insure compliance
with such contractual obligation, or

(C) Was caused by the action of a re-
tailer who is supplied directly by the
refiner (and not by a reseller), in viola-
tion of a contractual undertaking im-
posed by the refiner on such retailer
designed to prevent such action, and
despite reasonable efforts by the re-
finer (such as periodic sampling and
testing) to insure compliance with such
contractual obligation, or

(D) Was caused by the action of a dis-
tributor subject to a contract with the
refiner for transportation of diesel fuel
from a terminal to a distributor, re-
tailer or wholesale purchaser-con-
sumer, in violation of a contractual un-
dertaking imposed by the refiner on
such distributor designed to prevent
such action, and despite reasonable ef-
forts by the refiner (such as periodic
sampling and testing) to ensure com-
pliance with such contractual obliga-
tion, or

(E) Was caused by a carrier or other
distributor not subject to a contract
with the refiner but engaged by him for
transportation of diesel fuel from a ter-
minal to a distributor, retailer or
wholesale purchaser-consumer, despite

reasonable efforts by the refiner (such
as specification or inspection of equip-
ment) to prevent such action, or

(F) Occurred at a wholesale pur-
chaser-consumer facility: Provided,
however, That if such wholesale pur-
chaser-consumer was supplied by a re-
seller, the refiner must demonstrate
that the violation could not have been
prevented by such reseller’s compli-
ance with a contractual undertaking
imposed by the refiner on such reseller
as provided in paragraph (g)(4)(iii)(B) of
this section.

(iv) In paragraphs (g)(4)(iii) (A)
through (E) of this section, the term
was caused means that the refiner must
demonstrate by reasonably specific
showings, by direct or circumstantial
evidence, that the violation was caused
or must have been caused by another.

(5) In any case in which a retailer or
wholesale purchaser-consumer would
be in violation under paragraphs (e)(1)
or (f)(1) of this section, the retailer or
wholesale purchaser-consumer shall
not be deemed in violation if he can
demonstrate that the violation was not
caused by him or his employee or
agent.

(6) In paragraphs (g)(1)(iii), (g)(2)(i),
(g)(3)(i), (g)(4)(ii) and (g)(5) of this sec-
tion, the respective party must dem-
onstrate by reasonably specific
showings, by direct or circumstantial
evidence, that it or its employee or
agent did not cause the violation.

(7) In the case of any distributor or
reseller that would be in violation
under paragraph (e)(2) or (f)(2) of this
section or any wholesale purchaser-
consumer or retailer that would be in
violation under paragraph (e)(1) or
(f)(1) of this section for diesel fuel for
use in motor vehicles which contains
visible evidence of the dye solvent red
164, the distributor or reseller or
wholesale purchaser-consumer or re-
tailer shall not be deemed in violation
if he can:

(i) Demonstrate that the violation
was not caused by him or his employee
or agent,

(ii) Demonstrate that the fuel has
been supplied, offered for supply, trans-
ported or available for tax-exempt use
as defined under section 4082 of the In-
ternal Revenue Code, and
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(iii) Provide evidence from the sup-
plier in the form of documentation
that the fuel met the applicable stand-
ards under paragraph (a)(1) of this sec-
tion for sulfur and cetane index or aro-
matics content for use in motor vehi-
cles.

[55 FR 34138, Aug. 21, 1990, as amended at 59
FR 35859, July 14, 1994; 62 FR 68205, Dec. 31,
1997]

§ 80.32 Controls applicable to liquefied
petroleum gas retailers and whole-
sale purchaser-consumers.

After January 1, 1998 every retailer
and wholesale purchaser- consumer
handling over 13,660 gallons of liquefied
petroleum gas per month shall equip
each pump from which liquefied petro-
leum gas is introduced into motor vehi-
cles with a nozzle that has no greater
than 2.0 cm3 dead space from which liq-
uefied petroleum gas will be released
upon nozzle disconnect from the vehi-
cle, as measured from the nozzle face
which seals against the vehicle recep-
tacle ‘‘O’’ ring, and as determined by
calculation of the geometric shape of
the nozzle. After January 1, 2000 this
requirement applies to every liquefied
petroleum gas retailer and wholesale
purchaser- consumer. Any dispensing
pump shown to be dedicated to heavy-
duty vehicles is exempt from this re-
quirement.

[59 FR 48490, Sept. 21, 1994]

§ 80.33 Controls applicable to natural
gas retailers and wholesale pur-
chaser-consumers.

(a) After January 1, 1998 every re-
tailer and wholesale purchaser-con-
sumer handling over 1,215,000 standard
cubic feet of natural gas per month
shall equip each pump from which nat-
ural gas is introduced into natural gas
motor vehicles with a nozzle and hose
configuration which vents no more
than 1.2 grams of natural gas to the at-
mosphere per refueling of a vehicle
complying with § 86.098–8(d)(1)(iv) of
this chapter, as determined by calcula-
tion of the geometric shape of the noz-
zle and hose. After January 1, 2000 this
requirement applies to every natural
gas retailer and wholesale purchaser-
consumer. Any dispensing pump shown
to be dedicated to heavy-duty vehicles
is exempt from this requirement.

(b) The provisions of paragraph (a) of
this section can be waived for refueling
stations which were in operation on or
before January 1, 1998 provided the sta-
tion operator can demonstrate, to the
satisfaction of the Administrator, that
compliance with paragraph (a) of this
section would require additional com-
pression equipment or other modifica-
tions with costs similar to or greater
than the cost of additional compression
equipment.

[59 FR 48490, Sept. 21, 1994]

Subpart C—Oxygenated Gasoline

§ 80.35 Labeling of retail gasoline
pumps; oxygenated gasoline.

(a) For oxygenated gasoline programs
with a minimum oxygen content per
gallon or minimum oxygen content re-
quirement in conjunction with a credit
program, the following shall apply:

(1) Each gasoline pump stand from
which oxygenated gasoline is dispensed
at a retail outlet in the control area
shall be affixed during the control pe-
riod with a legible and conspicuous
label which contains the following
statement:

The gasoline dispensed from this pump is
oxygenated and will reduce carbon monoxide
pollution from motor vehicles.

(2) The posting of the above state-
ment shall be in block letters of no less
than 20-point bold type; in a color con-
trasting with the intended background.
The label shall be placed on the
vertical surface of the pump on each
side with gallonage and price meters
and shall be on the upper two-thirds of
the pump, clearly readable to the pub-
lic.

(3) The retailer shall be responsible
for compliance with the labeling re-
quirements of this section.

(b) For oxygenated gasoline programs
with a credit program and no minimum
oxygen content requirement, the fol-
lowing shall apply:

(1) Each gasoline pump stand from
which oxygenated gasoline is dispensed
at a retail outlet in the control area
shall be affixed during the control pe-
riod with a legible and conspicuous
label which contains the following
statement:
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